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Metallic foams have non-linear deformation behavior, which make them attractive in many applications.
Many experimental researches on the dynamic behavior and rate sensitivity of cellular metals have been
reported in the literature, but they contain conﬂicting, and sometimes confusing, conclusions on the
strain-rate and inertia effect of cellular metals. In this paper, the dynamic crushing behavior of 2D Voro-
noi honeycomb is studied by ﬁnite element method. The inﬂuences of inertia, strain hardening and
strain-rate hardening of metal matrix on the deformation mode and plateau stress of the honeycomb
are investigated. Three deformation modes are found in different velocity ranges. According to the
numerical results, it is found that the plateau stress increases signiﬁcantly with the increase of impact
velocity due to non-uniform deformation induced by inertia. The strain-hardening effect is slight in
our numerical tests and the rate effect of the honeycomb is obviously weaker than that of the cell wall
material.
 2009 Elsevier Ltd. All rights reserved.1. Introduction
Cellular metals including foams and honeycombs are widely
used as advanced structural components in many engineering
applications due to their excellent physical, chemistry and
mechanical properties. Potential applications of cellular metals
include light weight cores for sandwich structures to increase the
impact resistance, and improve the energy absorbing capacity.
For such applications, understanding their mechanical behavior,
particularly their response to dynamic loading is of strong impor-
tance to the engineering community, since strain rate and inertia
may greatly affect the response. Much effort, including both exper-
imental investigation and numerical analysis, has been made on
the dynamic behavior of cellular metals, but there are some con-
ﬂicting conclusions in the rate effect on their deformation behavior
in the literature.
The most commonly used method for measuring the dynamic
behavior of cellular metals is the split Hopkinson pressure bar
(SHPB) technique. Tables 1 and 2 collected some experimental re-
sults in the literature on the strain-rate effect of open-cell and
closed-cell aluminum foams, respectively. From these tables one
can see that opposite conclusions exist for the rate sensitivity of
both open-cell and closed-cell aluminum foams, related to their
relative density, chemical composition, or method of process.
Moreover, the closed-cell 6061 aluminum alloy foams produced
by powder metallurgy with similar relative density show conﬂict-ll rights reserved.
x: +86 551 360 6459.ing strain-rate sensitivity, as reported by Hall et al. (2000) and
Zhao et al. (2005).
Numerical simulation are also widely applied to study the
mechanical behavior and mechanisms of cellular metals. Many
works have been done to reveal themechanical properties ofmetal-
lic honeycombs and foams under static loading. By using the ﬁnite
element method, Voronoi honeycombs were employed (Silva
et al., 1995; Zhuet al., 2001) to analyze the inﬂuenceof the imperfec-
tion on the static crushing behavior. Tekoglu and Onck (2005) stud-
ied the inﬂuence of the ratio of specimen size to cell size on the
effective mechanical properties of cellular materials by ﬁnite ele-
ment analyses and the Cosserat continuum theory. Recently, they
discussed the size effects in two-dimensionalVoronoi foams inmore
detail (Tekoglu and Onck, 2008). Two continuum theories including
the strain divergence theory and themicropolar theory were gener-
alized to solve a range of basic boundary value problems, and the re-
sults were compared with numerical calculations based on a
Voronoi representation of the cellular microstructure. It showed
that the couple stress theory (a special case of themicropolar theory)
and the strain divergence theory coincided well with the numerical
calculations except for pure bending problem, but the micropolar
theorywith a small coupling factor could just predicted the response
in uniaxial loading problem.
Generally speaking, the mechanisms of rate sensitivity of cellu-
lar metals may include the effects of intrinsic length scale of the
material, the rate sensitivity of cell-wall material, the compression
and ﬂow of gas in cells, the micro-inertia effect, and other effects
such as inertia and micro-structural morphology that may change
the deformation mode of the material in dynamic cases. In the fol-
lowing we will ﬁrst give a brief discussion on these effects.
Table 2
Strain-rate effect of closed-cell aluminum foams.
Brand Material Relative density Processing method Strain-rate effects References
ALPORASTM Al, (Ca, Ti, Fe) 0.08–0.1 Batch casting sensitive Paul and Ramamutry (2000)
ALPORASTM Al, (Ca, Ti, Fe) 0.106/0.155 Batch casting sensitive Mukai et al. (2006)
ALPORASTM Al, (Ca, Ti, Fe) 0.074/ 0.15 Batch casting sensitive Dannemann and Lankford (2000)
ALULIGHT Al, (Mn, Si) 0.16–0.31 Powder metallurgy Insensitive Deshpande and Fleck (2000)
SCHUNK Al, ðCaO2Þ 0.07–0.28 Powder metallurgy Sensitive Montanini (2005)
IFAMTM 6061 Al (Ti) 0.23 Powder metallurgy Sensitive Zhao et al. (2005)
– 6061 Al (Ti) 0.1–0.3 Powder metallurgy Insensitive Hall et al. (2000)
CYMAT Al–SiC 0.09 Melt gas injection Insensitive Zhao et al. (2005)
CYMAT Al–SiC 0.1–0.24 Melt gas injection Insensitive Montanini (2005)
Table 1
Strain-rate effect of open-cell aluminum foams.
Brand Material Relative density Processing method Strain-rate effects References
DUOCELTM 6061 Al 0.07 Investment casting Insensitive Dannemann and Lankford (2000)
DUOCELTM 6061 Al 0.07 Investment casting Insensitive Deshpande and Fleck (2000)
DUOCELTM 6061 Al 0.07 Investment casting Insensitive Lee et al. (2006)
M-PORE Al, (Fe, Si) 0.05–0.08 Investment casting Insensitive Montanini (2005)
– SG91A Al 0.03–0.06 Investment casting Sensitive Kanahashi et al. (2000)
– Al–3Mg–8Si–1.2Fe 0.25–0.3 Inﬁltration Insensitive Wang et al. (2006)
– Al 0.36–0.42 Inﬁltration Sensitive Han et al. (2005)
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1 mm and the elastic wave speed in metals is of the order of
1000 m/s while the plastic wave speed in metals is of the order
of 100 m/s. The wave speed in the solid part of the cellular metals
should be in the same order. These data give a characteristic strain
rate of 1 105 s1. That is, only when the strain rate in the tests ex-
ceeds 1 105 s1 metallic foams will show strain-rate effect due to
the intrinsic length scale, which were obviously not the case for the
SHPB tests.
It is known that pure aluminum is strain-rate sensitive and
most aluminum alloys are strain-rate insensitive. So pure alumi-
num foams may also exhibit strain-rate sensitivity but the quanti-
tative relation between the rate sensitivity of matrix material and
that of the foam is not clear. It is perplexing that some of their
foams exhibit opposite behavior, as shown in Tables 1 and 2.
According to Gibson and Ashby (1997), assuming an ideal gas
under isothermal compression, the strength elevation by compres-
sion of the air in a closed-cell foam is
Dr ¼ p0eð1 2mf Þ½1 eð1 2mf Þ  q=qs
; ð1Þ
where p0 is the atmospheric air pressure, mf and q=qs are the
Poisson’s ratio and the relative density of the foam, respectively. A
similar calculation assuming adiabatic compression gives (Deshpande
and Fleck, 2000)
Dr ¼ p0
1 q=qs
1 eð1 2mf Þ  q=qs
 c
 1
 
; ð2Þ
where c is the ratio of the speciﬁc heat capacities, with c ¼ 1:4 for
air. The increase of the collapse stress in dynamic cases should not
exceed the difference calculated by Eqs. (1) and (2) in the absence of
strain-rate or inertial effects. For typical values of aluminum foams,
this increase is negligible in comparison with the collapse stress it-
self, except for foams with very low relative density. For open-cell
aluminum foams, the increase of the collapse stress in dynamic
cases should not exceed the value calculated by Eq. (2), which is
also negligible when the relative density of the foam is not very
low. So the strain-rate sensitivity found in some aluminum foams
cannot be attributed to the effect of gas compression and ﬂow.Micro-inertia effect was used by many authors to explain their
experimental results where a signiﬁcant elevation of collapse
stress was found in the dynamic response of aluminum foams. Un-
der dynamic conditions, micro-inertia of the individual cells can af-
fect the deformation of cellular structures as it tends to suppress
the more compliant buckling modes and thus to increase the
crushing stress. However, as pointed out by Deshpande and Fleck
(2000), metallic foams behave as Type I structures and deform pre-
dominantly by the bending of cell edges. It is thus expected that
micro-inertia effects play little role in enhancing the dynamic
crush strengths of metallic foams.
Recently, Tan et al. (2005a) carried out an extensive experimen-
tal study on the crushing behavior of closed-cell Hydro/Cymat alu-
minum foam. They found that the plastic collapse stress increases
with the impact velocity and micro-inertial effects are responsible
for the enhancement of the dynamic plastic collapse stress at the
sub-critical velocities. When the impact velocity exceeds a critical
value the deformation of the foam is of ‘‘shock-type” due to inertia
effects. Below the critical velocity, the dynamic plateau stresses are
insensitive to the impact velocity. Meanwhile, a one-dimensional
‘‘steady-shock” model based on a rate-independent, rigid, perfectly
plastic, locking (R–P–P–L) idealization of the quasi-static stress–
strain curves for aluminum foams was proposed (Tan et al.,
2005b) to provide a ﬁrst-order understanding of the dynamic com-
paction process.
Regular honeycombs (Ruan et al., 2003) and 2D Voronoi honey-
combs (Zheng et al., 2005) were used to investigate the mechanism
of dynamic crushing of cellular metals numerically. The inﬂuences
of cell wall thickness and the irregularity of honeycombs, as well as
the impact velocity, on the deformation mode and the plateau
stress were investigated. Lately, Zou et al. (2009) also studied the
in-plane dynamic crushing behavior of 2D hexagonal-cell honey-
combs to investigate the features of the crushing front and to
examine the assumptions employed in a one-dimensional shock
theory (Tan et al., 2005b). It has been shown that there exists a
zone where the material ‘‘particle velocity”, ‘‘stress” and ‘‘strain”
are discontinuous when the crushing velocity exceeds a critical va-
lue and that the one-dimensional shock theory tends to overesti-
mate slightly the crushing stress and energy absorbed. In this
paper, considering the structural features of hexagonal-cell honey-
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engineering strain and engineering stress is introduced to illustrate
the plateau stress and the total dissipated energy. It is very useful
and explicit to know the engineering stress and strain ﬁeld in the
whole honeycomb along the loading direction. Ma et al. (2009)
studied the dynamic behavior of metallic cellular materials. They
developed a mesoscale numerical model based on Voronoi tessel-
lation to investigate the loading rate effect on the crushing stress
of cellular materials. A continuum model was introduced to ex-
plain the reason for the argument on the rate dependence of cellu-
lar materials and its results were in coincidence with the current
numerical results. They also discussed the inﬂuences of the impact
velocity, specimen size, inertia and rate dependence of the base
materials on the crushing stress, and found that the crushing stress
at the stationary side was insensitive to loading rate unless that the
base material had strong rate dependency, but they did not give
more explanations.
Although experimental study is the essential means to obtain
the mechanical behavior of materials, there are some limitations
associated to dynamic tests of foam materials. As pointed out by
Deshpande and Fleck (2000), metallic foams are highly heteroge-
neous imperfect materials with a dispersion strength of the order
of 20%. Microscopically there are many morphological defects. So
comparison among specimens is not easy. More over, when loading
at high strain rates, the homogeneity of deformation required by
SHPB cannot be guaranteed. Besides, accurate measurement of
strain distribution is nearly impossible. All these facts make exper-
imental studies very difﬁcult, especially when high strain rate is
concerned. As experienced by many researchers, the repeatability
of tests is limited and dispersion of strength data may cover up
the rate sensitivity. Due to the high porosity and low density, uni-
formity of stress and strain required by the SHPB tests may not be
satisﬁed and the accuracy in dynamic experiments is questionable.
Finally, we cannot solely change the inertia of specimens to study
its effect.
Contrary to experimental approach, in numerical simulation we
can focus our attention on inﬂuence of a single parameter. An iden-
tical sample (‘‘specimen”) can be used in numerical simulation un-
der different conditions and the density of cell wall material may
be artiﬁcially changed to explore the inertia effect.
In this paper, in order to clarify the inconsistencies in the liter-
ature mentioned above, we employ 2D Voronoi honeycomb in our
numerical simulations (or, ‘‘numerical experiments”). The density
and plastic hardening properties of the cell wall material are facti-
tiously changed to investigate the effects of inertia, strain harden-
ing and strain-rate hardening on the crushing behavior of Voronoi
honeycombs.Fig. 1. 2D random Voronoi technique: (a) forma2. Methods and materials
2.1. 2D random Voronoi technique
The 2D random Voronoi technique presented in literatures (Zhu
et al., 2001; Zheng et al., 2005) was employed to generate 2D Voro-
noi honeycombs. N nuclei are generated in a square area A0 by the
principle that the distance between any two points is not less than
a given distance d. Then these nuclei are copied to the surrounding
neighboring areas by translation. Use the set of these 9N nuclei to
construct the Delaunay triangulation and even the Voronoi dia-
gram. The condition satisﬁed by a Voronoi cell is that it contains
all points that are closer to its data point than any other data point
in the set. Finally, the part of the Voronoi diagram out of the square
area A0 is deleted to reserve a periodic Voronoi structure. The char-
acter of this 2D random Voronoi technique is illustrated in Fig. 1a.
The irregularity of a Voronoi honeycomb with N cells in a square
area A0 is deﬁned as (Zhu et al., 2001)
k ¼ 1 d
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2A0=
ﬃﬃﬃ
3
p
N
q
:

ð3Þ
The relative density of a honeycomb is speciﬁed by
q ¼ q=qs ¼
1
A0
X
hili; ð4Þ
where q is the density of honeycomb, qs the density of its cell wall
material, li the ith cell wall length and hi the corresponding thick-
ness (Zheng et al., 2005).
2.2. Finite element models
Fig. 1b shows a sample of Voronoi honeycomb constructed in an
area of 100 100 mm2 with 200 nuclei. The irregularity of the
Voronoi honeycomb samples is taken to be 0.45 and the number
of samples is ﬁve in our ﬁnite element models. The cell wall thick-
ness is identical in all cells and in the samples. Three values of
thickness, i.e., 0.26, 0.36 and 0.48 mm, are investigated, corre-
sponding to relative densities of approximately 0.073, 0.1 and
0.135, respectively. More values of relative densities are chosen
to study the relationship between the relative density and the pla-
teau stress. Meanwhile, the thickness (H) in the out-of-plane direc-
tion is 1 mm here. In these ﬁnite element models, cell walls shorter
than the thickness were eliminated and the associated cell corners
merged together to ensure the process of the FEA. Each edge of the
cell wall is divided into a few shell elements of type S4R (a 4-node
quadrilateral shell element with reduced integration) with ﬁve
integration points. The number of shell elements depends on thetion of the grid, (b) a sample with k ¼ 0:45.
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about 0.8 mm. Each model consists of about 6700 shell elements.
For every Voronoi honeycomb, self-contact is speciﬁed between
all faces of cells that may contact in the process of crushing and
an outside layer is added to carry out this self-contact. Thickness
of the outside layer is taken as 1/10 of the cell wall thickness. Final-
ly, the honeycomb is sandwiched between two rigid platens, their
contacting edges can slip on both interfaces with slight friction and
the friction coefﬁcient is assumed as 0.02. In the simulation, the
left platen is stationary and the right platen moves leftward with
a constant velocity, and the top and bottom edges are free. Mean-
while, the 3rd degree of freedom (out-of-plane direction) is con-
strained during the crashing process. Thus, the nominal
engineering stress, strain and strain rate are deﬁned as
r ¼ F=A; e ¼ S=L; _e ¼ Vi=L; ð5Þ
where F is the contact reaction force on the reference points of the
two rigid platens, A ¼ L H the nominal contact area, L the initial
length of the specimen ðL ¼ 100 mm in this paperÞ, S is the distance
of the left rigid platen and Vi is the corresponding impact velocity.
In fact, the nominal strain and the nominal strain-rate are suitable
only for the case of homogenous deformation. When the global
deformation localization takes place, these deﬁnitions lose their
physical meanings since their values are size dependent. Use them
in the latter condition is only for the purpose of comparison, as e
and _e could reﬂect the averaged deformation and deformation rate
of the crashed honeycomb, respectively.
In this paper, ABAQUS/EXPLICIT is employed to analyze the uni-
axial compression behavior of Voronoi honeycombs under differ-
ent impact velocities. Samples are compressed in one direction
under different velocities and the other direction is free.
In order to reveal the inﬂuence of cell wall materials on the
crushing behavior, we take three kinds of cell wall materials into
account. The ﬁrst one is elastic–perfectly plastic with Young’s
modulus, yield stress and Poisson’s ratio being 66 GPa, 175 MPa
and 0.3, respectively. The second one is elastic–plastic material
with linear strain-hardening. The third one is elastic–perfectly
plastic material with strain-rate hardening. The stress–strain rela-
tions in the plastic stage for the last two materials are deﬁned as
r ¼ ry þ Bep ð6Þ
and
r ¼ ry½1þ C lnð _ep= _e0Þ ð7Þ
respectively, where ep is equivalent plastic strain, ry the yield
strength of cell wall material, _ep= _e0 the relative equivalent strain
rate, B and C are material constants (Johnson and Cook, 1983). Here
we take B ¼ 175 MPa and _e0 ¼ 0:1. Two levels of the strain-rate sen-
sitivity are considered with C ¼ 0:05 and C ¼ 0:4343, which will be
referred to Rate Sensitive Material 1 (RS1) and Rate Sensitive Mate-
rial 2 (RS2), respectively, in the following.
For the purpose of quantitative comparison and analysis, the
plateau stress is speciﬁed by
rp ¼ 1eD  ey
Z eD
ey
rde; ð8Þ
where the densiﬁcation strain eD is deﬁned as (Tan et al., 2005a)
d
dt
1
r
Z e
0
rde
 
e¼eD
¼ 0; ð9Þ
and ey is the yield strain, which is taken as 0.02 in this study.3. Results
3.1. Deformation modes and the critical velocity of mode transition
Zheng et al. (2005) have found that the deformation of Voronoi
honeycombs under dynamic compression is complicated but it can
be catalogued into three modes. A Quasi-static Homogeneous
Mode occurs under low impact velocities, in which the crush bands
are randomly located and the deformation is macroscopically
homogeneous. If the impact velocity is very high, a Shock or Dy-
namic Mode occurs and cells crush sequentially in a planar manner
from the impact end. A Transition Mode occurs in between, in
which the crush bends are more concentrated near the impact
end than the support end.
In the present study, it is found that when the density of the
elastic–perfectly plastic material is 2:7 103 kg=m3 and the rela-
tive density is 0.1, the critical velocities between the corresponding
modes are about 20 and 80 m/s, respectively. The deﬁnition of the
critical velocities will be given later. For two different relative den-
sities (0.073 and 0.135), when we keep the total mass of the hon-
eycombs identical by changing the density of the cell wall material,
the critical velocities between the corresponding modes increase a
little (less than 10%) as the relative density increases. Likewise, the
critical velocities of other two cell wall materials grow a bit larger
(about 10%) than these of the elastic–perfectly plastic material.
Three deformation modes under impact velocities of 10, 60 and
120 m/s, respectively, are shown in Fig. 2. The corresponding nom-
inal stress–strain curves on the impact surface and the support sur-
face are shown in Fig. 3. It is found that the plateau stresses
calculated on the support surface for different modes are almost
the same.
In Homogeneous Mode, the nominal stress–strain curves on the
impact surface and the support surface are approximately the
same and the plateau stresses calculated on the two surfaces are
nearly equal, indicating an early achievement of internal force
equilibrium. To describe the uniformity of macroscopic deforma-
tion, we introduce a uniformity coefﬁcient deﬁned by
u ¼ r
s
pl
ripl
; ð10Þ
where ripl is the plateau stress on the impact surface and rspl the pla-
teau stress on the support surface. The plateau stresses on the two
surfaces and the uniformity coefﬁcient under different impact
velocities of the elastic–perfectly plastic material are shown in
Fig. 4a and b, respectively. If we take the uniformity coefﬁcient of
90% as a critical value, then the critical impact velocity of mode
transition between Homogeneous Mode and Transition Mode is al-
most 20 m/s. In this paper, the critical velocity for mode transition
between the Homogeneous Mode and Transition Mode is deﬁned
when the uniformity coefﬁcient is reduced to 90%.
The critical velocity between the Transition Mode and the
Dynamic Mode is considered in Reid’s R–P–P–L model (Tan et al.,
2005b; Li and Reid, 2006). It is hard to give an accurate deﬁnition
of the critical velocity. Here, we deﬁne it as follows. When the de-
formed band oriented perpendicular to the loading direction and
only a single layer is in the collapse process while the other layers
behind it have already been densiﬁed, the deformation mode is re-
garded as Shock Mode. The corresponding minimum impact veloc-
ity is taken as the critical velocity between the Transition Mode
and the Shock Mode.
It transpires that the critical velocities of mode transition are
nearly the same for cell wall materials with or without strain or
strain-rate hardening, except for material RS2 with very strong
strain-rate sensitivity, which has higher critical velocities. Gener-
ally speaking, strain and strain-rate hardening effect can contrib-
Fig. 2. Three deformation modes: (a) Homogeneous Mode, (b) Transition Mode and (c) Shock Mode.
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velocities for material RS2 are a little higher. But for strain harden-
ing material RS1, this effect may be not enough to cause a signiﬁ-
cant change.
Reid and Peng (1997) found that the ‘‘shock-enhanced” plateau
stress in wood is simply given by
r ¼ r0 þ Av2: ð11Þ
It is found that this relation is also valid for regular honeycombs
(Harrigan et al., 1999; Ruan et al., 2003), irregular honeycombs (Li
et al., 2007) and foams (Tan et al., 2005a). In our numerical simula-
tion, it is also found that, when the honeycombs are deformed in
Transition Mode or Shock Mode, Eq. (11) is valid.3.2. Inertia effect
Four values of the density of cell wall material, i.e., 2:7 103;
0:9 103; 0:3 103 and 0:1 103 kg=m3, are chosen artiﬁcially
to explore the effect of inertia and elastic–perfectly plastic material
property is assigned. Simulations are performed for Voronoi hon-
eycombs with identical sample pattern and the same relative den-
sity q ¼ 0:1 (i.e., the cell wall thickness is ﬁxed), but compressed
under different impact velocities in Homogeneous Mode. It is
found that the calculated nominal stress–strain curves under
different impact velocities remain almost identical, regardless of
different densities of cell wall material, as shown in Fig. 5. It is
evident that the inertia effect is negligible when the deformations
of the honeycombs are macroscopically homogeneous.
Fig. 6 shows the nominal stress–strain curves of Voronoi honey-
combs with the same cell wall material density but different rela-
tive density at v ¼ 1 m=s. This ﬁgure clearly indicate that the
plateau stress mainly depends on the relative density (the cell wall
thickness), in agreement with experimental results reported in the
literature.
The plateau stresses on the impact surface and support surface
under different velocities for the cell wall material density of
2:7 103 kg=m3 are shown in Figs. 7a and b, where I, II and III
denote roughly the regions of Homogeneous, Transitional and
Shock Modes, respectively. Note that the division of three regionsis just to make the discussion easier since the differences of the
transition velocities for different relative densities are small. It
does not mean that the transition velocities are independent of
the relative density. Also, it is not applied to another curve with
the cell wall material density of 0:3 103 kg=m3, which will be dis-
cussed later. It is found that, due to the inertia effect, the plateau
stress on the impact surface in the Transitional Mode and Shock
Mode increases rapidly with the increase of impact velocity. This
is in agreement with the experimental results on square tubes
(Zhao and Abdennadher, 2004) and wood (Reid and Peng, 1997).
However, the plateau stress on the support surface exhibits little
velocity dependence. This is in accordance with the inhomoge-
neous deformation of the sample. The enhancement of the plateau
stress on the impact surface can be explained as follows. The mac-
roscopic strain along the impact direction is not uniform. The layer
near the impact surface has the maximum macroscopic strain and
the stress and strain there are located in the densiﬁcation portion
of the nominal stress–strain curve. The difference in macroscopic
strain distribution between the two modes is that in Shock Mode
it is shock-like while in Transition Mode it changes gradually.
For comparison, the plateau stresses on the impact surface un-
der different impact velocities for the cell wall material density of
0:3 103 kg=m3 is also shown in Fig. 7a. It transpires that, with the
reduction of inertia, the force equilibrium and uniform deforma-
tion become much easier and the critical velocities of mode transi-
tion increase dramatically. It is obvious that inertia effect is very
important for the deformation of honeycombs under high impact
velocity.
From Fig. 7b, it can be found that there is a drop in the stress on
the support surface with increasing velocity during the Transition
Mode. This is in agreement with the results of an experimental
study on wood by Harrigan et al. (2005). This phenomenon is
mainly due to the character of stress wave propagation in cellular
materials. Unlike solid materials, when a stress wave propagates in
a cellular material, it will disperse and attenuate. If the specimen
length is long enough, at ﬁrst only elastic part of the wave will
reach the support surface, regardless whether the impact velocity
is high or low. For a specimen with ﬁnite length, the stress on
the support surface will further increase due to wave reﬂection
and interaction, which mainly depends on the duration of loading
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Fig. 3. Nominal stress–strain curves on the impact surface and support surface
under (a) Homogeneous Mode, (b) Transition Mode and (c) Shock Mode.
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forth and back many times between the impact surface and the
support surface, so the stress on the support surface increases until
an equilibrium state is reached. On the other hand, under high im-
pact velocities, the material near the impact surface soon became
densiﬁed and the duration of response is short. So with increasing
impact velocity, the interaction time becomes short and the stress
on the support surface increases less.3.3. Inﬂuence of the cell-wall material properties
To investigate the effect of cell-wall material properties on the
crushing behavior, we select the linear strain-hardening andstrain-rate hardening elastic–plastic materials to study the re-
sponses of the Voronoi honeycombs under various velocities. The
density of cell wall material is 2:7 103 kg=m3 and the relative
density is q ¼ 0:1. The calculated plateau stresses with their mean
square deviations under different impact velocities and a compar-
ison of plateau stress on the impact surface of honeycomb samples
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Fig. 6. Stress-strain curves of Voronoi honeycombs under Homogeneous Mode
under impact velocity v ¼ 1 m=s.
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Fig. 7. Variations in the plateau stress (a) on the impact surface and (b) on the
support surface with impact velocity for honeycombs with different relative
densities.
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Fig. 8. Comparison of the plateau stresses of honeycombs made of different cell-
wall materials under different impact velocities.
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Fig. 9. Relative increase in the plateau stress of honeycombs made of strain-
hardening material under different impact velocities.
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in Fig. 8. It is found that the increase in the plateau stress due to the
strain-rate sensitivity of cell wall material is almost independent of
the impact velocity.
In comparison with the elastic–perfectly plastic material, the
relative increase in the plateau stress caused by the linear strain-
hardening effect can be speciﬁed byk ¼ ðr1  r0Þ=r0; ð12Þ
where r0 and r1 are the plateau stresses of the elastic–perfectly
plastic material and the strain-hardening material, respectively.
Note that the relative increase in the ﬂow stress of the solid mate-
rial is proportional to the plastic strain.
Similarly, the relative increase in the plateau stress caused by
the strain-rate hardening effect, compared to elastic–perfectly
plastic material, can be deﬁned as
g1 ¼ ðr2  r0Þ=r0; ð13Þ
where r2 is the plateau stress of the strain-rate hardening material.
According to Eq. (7), the relative increase in the ﬂow stress of the
solid material is described by
g2 ¼ ðr ryÞ=ry ¼ C lnð _ep= _e0Þ: ð14Þ
The variation of the averaged relative increase in the plateau
stress on the impact surface of ﬁve random samples and their
mean square deviations with the impact velocity for honeycombs
made of strain-hardening material is shown in Fig. 9. It is found
that k takes a small value over the whole range of the impact veloc-
ities studied, so the strain-hardening of cell wall material has min-
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Fig. 10. Relative increase in the plateau stress of honeycombs made of material SR1
at different nominal strain-rates.
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namic cases. The effect might be well submerged into experimen-
tal scatter for irregular cellular metals.
The variation of the relative increase in the plateau stress with
the nominal strain-rates for honeycombs made of materials RS1
and RS2 is shown in Figs. 10 and 11, respectively. The relative in-
crease in the plateau stress is always less than the relative increase
in the ﬂow stress of the corresponding solid material. It is found
from Fig. 10 that the increase in the plateau stress due to the
strain-rate sensitivity of cell wall material is getting smaller and
smaller especially when the velocity is higher in our paper. About
20% increase in the plateau stress is found under the Quasi-static
Homogeneous Mode when the strain rate is smaller than 400 s1
for material RS1 used in this paper, as shown in Fig. 10. However,
if the cell wall material is very sensitive to the strain rate, as mate-
rial RS2, the increase of the plateau stresses is much bigger, Fig. 11.
It is interesting to note that under the Transitional Mode and Shock
Mode, the strain-rate effect seemingly decreases fast with the in-
crease of impact velocity, in comparison with the inertia effect.
4. Discussion
4.1. Deformation mechanisms
The compressive stress–strain curves of the elastic–perfectly
plastic honeycombs all show a linear-elastic regime followed by10 100 1000
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Fig. 11. Relative increase in the plateau stress of honeycombs made of material SR2
at different nominal strain-rates.a plateau of roughly constant stress, and ﬁnally a densiﬁcation re-
gime with steeply rising stress. The deformation mechanism of the
plateau regime was checked for honeycombs compressed under
impact velocity v ¼ 1 m=s. It is found that plastic hinges formed
at the joints of cell walls in the shear band areas, but there are also
some ‘‘S”-shaped walls nearby which are in elastic stress state, as
shown in Fig. 12a and b. Plastic hinges are also found in the shear
band areas for honeycombs of the other two kinds of cell wall
material, but there are some differences. Not only plastic hinges
but also plastic zones occur in the short cell walls of the bilinear
material, as shown in Fig. 12c. For the strain-rate hardening mate-
rial, some short cell walls become fully plastic, especially for mate-
rial RS2.
4.2. Shock front velocity
According to the deﬁnition of the Shock Mode given in Section
3.1, the distance between the impact end and the shock front Ds
can be measured approximately, as shown in Fig. 2c. So the shock
front propagation velocity VS could be calculated as
VS ¼ V0 þ Ds=Dt ð15Þ
where V0 is the impact velocity and Dt the corresponding time. For
the impact velocities of 90 and 100 m/s, the evaluated shock frontFig. 12. Deformation of cell walls for honeycombs compressed under impact
velocity v ¼ 1 m=s: (a) plastic hinge at joint, (b) S-shaped cell walls and (c) plastic
zone in short cell wall.
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It is obvious that the shock front velocity increases as the impact
velocity increases. Similar results were also obtained by Pattofatto
et al. (2007).
According to Li and Reid (2006), the shock velocity can be ex-
pressed approximately as
VS ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
1
q0
½r
½e
s
ð16Þ
where ½r ¼ ripl  rspl and ½e ¼ eD  ecr  eD, and q0 is the density of
the honeycomb. Using this method, the calculated shock velocities
are 113.3 and 124.7 m/s for the impact velocities of 90 and
100 m/s, respectively, which are a little larger than those calculated
from the numerical simulation.
4.3. Energy
To explore the inertia effect and the strain-rate effect further,
we performed energy analysis of the deformation of RS2 honey-
comb. The energy balance is given by
EI þ EKE W ¼ Etotal ¼ constant; ð17Þ
where EI is the internal energy which mainly consists of elastic
strain energy and plastic dissipation, EKE is the kinetic energy and
W the external work. The variations of elastic strain energy, plastic
dissipation and kinetic energy with compressed length under im-0.0 0.2 0.4 0.6 0.8 1.0
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Fig. 13. Change of distance at different impact velocities of (a) v ¼ 90 m/s, (b)
v ¼ 100 m/s.pact velocities of 10, 100 and 180 m/s, corresponding to Homoge-
neous Mode, Transition Mode and Shock Mode for material RS2,
are shown in Figs. 14–16, respectively.
It can be seen from Fig. 14 that under Quasi-static Homoge-
neous Mode, both the elastic strain energy and kinetic energy are
much smaller than the plastic dissipation, indicating a negligible
inertia effect. As the impact velocity increases, the kinetic energy
increases signiﬁcantly due to inertia effect while the elastic strain
energy has little change, as shown in Figs. 15 and 16. It is also
found that the plastic dissipation increases with the increasing im-
pact velocity, which is caused by the enhanced plateau stress due
to inertia effect.4.4. Micro-inertia effect
According to the static load–distance curve, we could distin-
guish two energy absorbing structures: Type I and Type II (Lu
and Yu, 2003). For a Type II structure under dynamic loading, the
lateral inertia is much larger than the longitudinal (loading direc-
tion) inertia. Zhang and Yu (1989) established a simple crooked
plate structure model based on classical inelastic collision theory.
The collision system contained an impact rigid block and a pair
of crooked plates. The equivalent mass of the crooked plate was ex-
pressed as
ms ¼ mþ m
3 sin2 h0
 mþ m
3h20
; ð18Þ
where m and h0 are the mass and the initial angle of the crooked
plate, respectively. The ﬁrst term and the second term on the right
hand side of Eq. (18) stand for the longitudinal inertia and lateral
inertia, respectively. h0 usually is small, so the lateral inertia is
much lager than the longitudinal inertia. The ratio of the lateral
and longitudinal inertia is important to understand the differences
between Type I and Type II structure under dynamic loading. In our
study, instead of using the equivalent mass to estimate this ratio,
we will direct calculate the acceleration in lateral and longitudinal
directions.
Generally speaking, the lateral inertia includes both transla-
tional and rotational inertia. However, in our simulation models,
the rotational inertia is negligible. So, in order to estimate the mi-
cro-inertia effect (refers to the lateral inertia), we calculated the
acceleration of all element nodes on one side of the honeycomb.
The mean square root of the acceleration component is given by0 20 40 60 80
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Fig. 14. Variations of elastic strain energy, plastic dissipation and kinetic energy
with compressed length when the impact velocity is 10 m/s.
0 20 40 60 80
0
20
40
60
 plastic dissipation
 kinetic energy
 elastic strain energy 
En
er
gy
 (J
)
Compressed Length (mm)
Fig. 15. Variations of elastic strain energy, plastic dissipation and kinetic energy
with compressed length when the impact velocity is 100 m/s.
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Fig. 16. Variations of elastic strain energy, plastic dissipation and kinetic energy
with compressed length when the impact velocity is 180 m/s.
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Fig. 17. Comparison of parameter l under different impact velocities.
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Xn
i¼1
a2i =n
 !1=2
; ð19Þ
where ai is the acceleration of the ith node in x direction (loading
direction) or y direction (transverse direction), n is the number of
total nodes on one side of the honeycomb model.
To estimate the signiﬁcance of the micro-inertia effect for the
2D random Voronoi honeycomb, we introduce the transverse-to-
longitudinal acceleration ratio l deﬁned as
l ¼ Ay=Ax; ð20Þ
where Ax and Ay are the mean square root of the accelerations in
loading direction and transverse direction, respectively.
In the case of dense materials, the value of l reﬂects the macro-
scopic transverse inertia effect. For a solid cylinder, if we neglect
the wave propagation and assume a linear distribution of acceler-
ation in longitudinal and radial directions, this ratio is
l ¼
ﬃﬃﬃ
3
2
r
mR
H
; ð21Þ
where R and H are the radius and height of the cylinder, respec-
tively, m is the Poisson’s ratio (in plastic case m ¼ :5). Similarly, for
a solid plate, we havel ¼ m
2
B
H
; ð22Þ
where B and H are the width and height of the plate, respectively.
In the case of cellular materials, the value of l reﬂects both the
macroscopic and microscopic transverse inertia effects. The varia-
tion of lwith the compressed length under different impact veloc-
ities for Voronoi honeycombs made from elastic–perfectly plastic
material is shown in Fig. 17. It transpired that the value of l is lar-
ger than that for a solid plastic square plate (l ¼ 0:25 according to
Eq. (21)), but much smaller than that for a typical Type II structure.
It is interesting to notice that the value of l decreases with the in-
crease of impact velocity, indicating that the micro-inertia effect
for the random Voronoi structure is relatively weak.5. Conclusions
In this paper we have explored the effect of inertia and the
properties of cell-wall materials on the rate sensitivity of Voronoi
honeycombs. Three deformation modes, i.e., Homogeneous Mode,
Transition Mode and Shock Mode, are found in different velocity
ranges. The calculated nominal stress–strain curves in Homoge-
neous Mode are almost identical, regardless of the differences in
impact velocity and density of cell wall material. This is in agree-
ment with the discussion on the rate effect due to the intrinsic
length scale presented in Section 1.
The deformation mechanisms, the dependence of plateau stress
on the relative density, the energy distribution and the micro-iner-
tia effect are also discussed. The micro-inertia effect is weak espe-
cially under high-velocity impact, in agreement with Tan et al.
(2005a). Our present numerical results indicate that inertia is a
dominant factor which affects the dynamic response of cellular
metals. Due to this effect, the deformation becomes inhomoge-
neous and the plateau stress on the impact surface increases rap-
idly when the impact velocity exceeds a critical velocity, i.e., the
transition velocity from Homogeneous Mode to Transition Mode.
In this case the nominal stress–strain curve loses its physical
meaning since it depends on the size of ‘‘specimen”. The rate effect
of the Voronoi honeycombs exhibited under high-velocity impact
is an inertia effect, rather than the strain-rate effect.
In comparison with the inertia effect, the strain hardening of
cell-wall material contributes a little and the strain-rate sensitivity
of cell-wall material leads to an increase in plateau stress but it
cannot explain the strong rate dependence observed in some
metallic foams. More elaborate experiments and punctilious anal-
ysis are required to solve the existing puzzle thoroughly.
3998 Y.D. Liu et al. / International Journal of Solids and Structures 46 (2009) 3988–3998Some possible mechanisms responsible to the rate sensitivity of
metallic foams need to be further explored, e.g., cell morphology,
cell wall material distribution, ductile–brittle transition of the cell
wall material, strain-rate sensitivity of its failure strain, and micro-
structural characters associated with their manufacture. These fac-
tors may result in different deformation modes under quasi-static
and dynamic loads.
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